Addendum

lowa Department of Transportation
Office of Contracts

Date of Letting: February 21, 2017
Date of Addendum: January 25, 2017

B.O.

Proposal ID Proposal Work Type

County Project Number Addendum

016

85-0351-505 DECK JOINT REPAIR

STORY MBIN-035-1(505)120--0M-85 | 21FEB016A01

Make the following changes to the PROPOSAL.:

Replace PAGE: 2 of the PROPOSAL DETAILS with the attached PAGE: 2 of the PROPOSAL

DETAILS.

Make the following changes to the PLANS:

Replace SHEET NUMBER J.1 with the attached SHEET NUMBER J.1.




PROPOSAL DETAILS Page: 2
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Bid Order No.: 016

Proposal ID No.: 85-0351-505 Letting Date: February 21, 2017
Primary Work Type: DECK JOINT REPAIR 10:00 A_M.
Site Contract Period/ Liquidated
Number Site Description Damages
01 SPECIFIED START DATE: 04/09/17
6 CALENDAR DAYS $ 1,000.00
TO COMPLETE STAGE 1A, REFER TO J SHEETS.
02 SPECIFIED START DATE: 04/16/17
6 CALENDAR DAYS $ 350.00
TO COMPLETE STAGE 1/WEEK 1, REFER TO J SHEETS. HOURLY LD"S.
03 SPECIFIED START DATE: 04/23/17
6 CALENDAR DAYS $ 350.00
TO COMPLETE STAGE 2/WEEK 2, REFER TO J SHEETS. HOURLY LD"S.
04 SPECIFIED START DATE: 04/30/17
6 CALENDAR DAYS $ 350.00

TO COMPLETE STAGE 3/WEEK 3, REFER TO J SHEETS. HOURLY LD"S.

05 LATE START DATE: 05/07/17 5 WORKING DAYS $ 1,000.00
RUMBLE STRIP PLACEMENT AND PROJECT CLEANUP.

PROPOSAL NOTES
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*** CONTRACT PERIOD/SITE DESCRIPTIONS ***
SITE 01 IS TO ACCOMPLISH THE OUTSIDE SHOULDER STRENGTHENING.

THE THREE SITE’S 02-04 ARE AS FOLLOWS, STAGE 1 INSIDE NB AND
SB (WEEK 1), STAGE 2 OUTSIDE NB (WEEK 2), STAGE 3 OUTSIDE SB
(WEEK 3). THE CONTRACTOR MAY SWITCH WHICH STAGE THEY DO
FIRST. REFER TO THE J SHEETS FOR FURTHER INFORMATION.

WORK 1S ALLOWED FROM 5 P_M. SUNDAY TO 9 A_M. ON FRIDAY FOR
EACH SITE 02-04. THERE ARE THREE $10,000 BONUSES, ONE FOR
EACH SITE/STAGE IF ALL LANES ARE OPEN BY 10 A.M. ON THURSDAY
OF EACH WEEK. THE LIQUIDATED DAMAGES FOR SITES 02-04 ARE
HOURLY AND WILL BE ASSESSED FOR EVERY HOUR PAST 9 A_M. ON
FRIDAY OF EACH WEEK THAT A LANE IS CLOSED.

SITE 05 WORKING DAYS ARE FOR RUMBLE STRIP PLACEMENT AND
PROJECT CLEANUP, A ONE DAY LANE CLOSURE IN EACH DIRECTION
WILL BE ALLOWED FOR RUMBLE STRIP PLACEMENT. NO OTHER LANE OR
SHOULDER CLOSURES ARE ALLOWED.



TRAFFIC CONTROL PLAN

108-23A
08-01-08

STAGING NOTES

108-26A
08-01-08

Traffic will be maintained on I-35 at all times, except as noted below:

each stage 1, 2, and 3.

The Contractor shall close the ramp to Prairie Area during I-35 SB construction.

are closed).

The Engineer may modify lane closure hours as neccessary to accomodate unexpected heavy traffic volumes.

The Contractor will be allowed to close one lane of traffic on I-35 from 5:00 P.M. to 9:00 A.M., each night Sunday to Friday,
beginning at 5:00 P.M. on Sunday night and ending at 9:00 A.M. on Friday morning to construct detour pavement and place rumble strips.

The Contractor will be allowed to close one lane of traffic on I-35 from 5:00 P.M. on Sunday night to 9:00 A.M. on Friday morning for

The Contractor is allowed to use the existing median crossovers within the work zone in Stage 1 only (when both median lanes

Stage 1A:

Stage 1:
Traffic:
Construction:
Stage 2:
Traffic:
Construction:
Stage 3:

Traffic:

Construction:

The Contractor is allowed to work one week per site

Shift I-35 NB and SB traffic to outside lanes and shoulders.

( Stage 1, Stage 2 and Stage 3)

Use detour pavement to construct I-35 NB and SB outside shoulder strengthening adjacent to outside lanes.

Refer to J sheets for details.

Repair work for median lanes of bridges and inside shoulders. Refer to B sheets and Bridge sheets for details.

Shift I-35 NB traffic to inside lane and shoulder.

Refer to J sheets for details.

Repair work on the outside lane I-35 NB bridge. Refer to B sheets and Bridge sheets for details.

Shift I-35 SB trafffic to inside lane and shoulder.

Repair work on the outside lane and outside shoulder

Refer to J sheests for details.

Place rumble strips on both median and outside shoulders after traffic is removed from detour pavement shoulders.

I-35 SB bridge. Refer to B sheets and Brige sheets for details.

108-23B
04-21-15
* This is to only be used in conjunction with Tabulation 108-23A
Shaded area indicates non-working times TRAFFIC CONTROL CLOSURE TABLE(S)
I-35 Bridges over Bear Creek ( Detour Pavement and Rumble Strips)
AM Noon PM
12:00 12:30 1:00 1:30 2:00 2:30 3:00 3:30 4:00 4:30 5:00 5:30 6:00 6:30 7:00 7:30 8:00 8:30 9:00 9:30 10:00 10:30 11:00 11:30 12:00 12:30|1:00 1:30 2:00 2:30 3:00 3:30 4:00 4:30 5:00 5:30 6:00 6:30 7:00 7:30 8:00 8:30 9:00 9:30 10:00 10:30 11:00 11:30
SUN
MON
TUE
WED
THU
FRI
SAT
I-35 Bridges over Bear Creek for stage 1, 2 and 3
AM Noon PM
12:00 12:30 1:00 1:30 2:00 2:30 3:00 3:30 4:00 4:30 5:00 5:30 6:00 6:30 7:00 7:30 8:00 8:30 9:00 9:30 10:00 10:30 11:00 11:30 12:00 12:30|/1:00 1:30 2:00 2:30 3:00 3:30 4:00 4:30 5:00 5:30 6:00 6:30 7:00 7:30 8:00 8:30 9:00 9:30 10:00 10:30 11:00 11:30
SUN
MON
TUE
WED
THU
FRI
SAT
108-25
10-21-14
Maint. Brid No. C t ti Projected
. . . .. . atn ridge o-, Type of Existing Construction onstruction r03e€ ©
Route Direction County Location Description Feature Crossed Object Type Structure ID, .. Measurement As Built Remarks
Restriction Measurement Measurement .
or FHWA No. as Signed Measurement
I-35 NB Story Bridges on I-35 over Bear Creek 3.3 Mi. South of County Rd. E-18 Barrier 49310 Horizontal 30 12.5 11.5
I-35 SB Story Bridges on I-35 over Bear Creek 3.3 Mi. South of County Rd. E-19 Barrier 49320 Horizontal 30 12.5 11.5
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